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ProAccurate™ 

Oven Thermomemter 

FEATURES: 

1 . Completely sealed unit. Accuracy not affected by oven grease or spatters. 

2. Highly accurate reading. Plus/Minus 5° at 350°F. 

3. Extremely slow response. There will be time to open the oven door and check the 
temperature without concern that the reading will change. 

4. Custom designed clip securely holds thermometer to bottom, or top, of oven rack. 

TIPS: 

1 . Older ovens are typically hotter at the rear due to leaking door seals caused by repeated use 
or dropping the oven door. Many baked goods will benefit from being rotated 1 80° in the 
oven part way through baking to prevent over browning of items toward the rear of the rack. 

2. Make sure that the oven is fully up to temperature before putting food inside. Some ovens 
have an automatic preheat cycle which may over heat the top of the food if put in the oven too early. 

3. When opening covered pots, open the lid away from you to prevent burns from escaping steam. 

OPERATION: 

1 . Slide the clip onto the thermometer stem and position it until it is against the back of the thermometer. 

2. If the thermometer is to be mounted on the underside of the rack, push the small end of the 
clip up through the rack in the desired location. Slip the clip over the rack wire, and pull the 
clip downward to lock it into place. If the thermometer is to be mounted on the top of the 
rack, slip the clip downward through the rack. Slip the small end of the clip over the rack 
wire and pull up to lock it into position, and rest the thermometer on the rack. Rotate the 
thermometer in the clip until 350°F is at the top. 

3. IMPORTANT: DO NOT leave the thermometer in the oven during self cleaning cycles. 



5 Year Limited Warranty: Any instrument that proves to 
be defective in material or workmanship within five years 
of original purchase will be repaired or replaced without 
charge upon receipt of the unit prepaid at the address 
listed to the right. This warranty does not cover damage 
in shipment or failure caused by tampering, obvious 
carelessness or abuse. 
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Place Hang hole here so product is 
balanced and hangs straight. 




